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SPECIFICATIONS: SAFETY & SECURITY
Electrical/Motor Guardian garage door openers are
Power: 3/4 HPg* manufactured to comply with the latest
Input Voltage: 120V 50/60 Hz industry standards. Our advanced,
Current: 4A steel-enclosed, water-resistant, photo-eye
Motor type: 24V AC .
Power cord: 48 inch, 3-prong system ensures the highest degree of
ETL Listed to UL 325: Yes reliability in detecting obstructions during
Lighting operation.
Number of Bulbs: 2
Total Wattage: 200W
Delay duration: 4.5 minutes
Radio Controls
Frequency: 303 MHz
Coding system: Fixed, over 4 million OPTIONAL CONVENIENCE RCCESSORIES
Operating range (tested): 200 feet Ask your dealer about adding more convenience and control with your new operator.

Code registers: 20
Standard remote control battery: 12V A23

Safety & Features

Down safety reversal

Up safety stop

Infra-red photo eyes

Emergency quick release

Pet / Ventilation opening

Soft-start & stop electronic learn limits

Wireless Keyless Entry Keypad

never be locked out

Completely weatherproof, with this wireless and keyless entry
keypad mounted outside your door, quickly and securely be
granted entry without the use of a remote. One keypad can
control multiple Guardian garage door openers.

ltem #GDOWLESKEY
Speakers
Rated Input Power: 10W (8.9Vrms .
Noise Signa|; 20Hz~20KI-(|z ) Premium 3-Button Remote Control
Maximum Input Power 16W (11.3Vrms) convenience with style
Rated Impedance (ACR) 9.1Q + 15% at 1.3K Hz .
Total Harmonic Distortion- 1000Hz <5% Perfect for those seekln.g more styl_e and need to access
Bluetooth several garage doors with one device. The backlit LED
Bluetooth Version : V2.1+EDR lets you know that the digital signal has been sent.
Supported Protocol : A2DP v1.2 Item # GDOP3B

Number of devices : 6

Premium 3-Button Mini Remote Control

for active lifestyles

Stylish enough to show off and small enough to fit into your
pocket or purse. Equipped with LED backlit LED buttons for
your convenience, bring elegance to your garage door opener

with this compact remote that can fit on your keychain.
ltem # GDO3BMINI

Standard Accessories
2-Button remote control
Speaker and Door Control Console

Rail and Drive

Material: Steel

Type: One-piece interchangeable, T or C
Drive: Full chain or steel wire reinforced belt
Pre-tensioned at the factory

Lengths: for 7’ door height, 8’ & 10’ optional

Installation FCRA BLUETOOTH SPERKERS

Headroom clearance req_uired: 2 inches First Chair Acoustics provides the listener with innovative designs
Installed length (std. T-rail): 123.5 inches and high quality solutions. FCA delivers the best sound system to
Max. door opening (std. rail): 72" thei t

Travel speed: 8"s (no load); 5.8"/s (full load) elr cusiomers.

Limit setting: Electronic www.fcacoustics.com

Force setting: Electronic auto-learn ’ '

Shipping Dimensions FRET CHAR ACOUSTICE

Power head: 19”x12"x8”; 21Ibs. Speakers Inside

Std. 7’ door, T-rail, chain: 123"x3.2"x1.6”; 17 Ibs.
Std. 7’ door, T-rail, belt: 123"x3.2"x1.6"; 14 Ibs.

Std. 7’ door, C-rail, chain: 123"x3.2"x1.4”; 18 Ibs.
Std. 7’ door, C-rail, belt: 123°x3.2°x1.4”; 16 Ibs. SalemDoor.com 2120 Stapleton Court.

*Meets Guardi lifting f ification f
s 1P garage door opsner. Forest Park, OH 45240.
Tele :(513) 552-3000 Fax #: (513) 552-3006

5-Year Motor Warranty. 1-Year on other parts.
Please refer to owner’s manual for more details.
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